
illustration only

Telec. ImagIng lens 
T30/1.5 varIable WD  
c-mounT
▸ telecentric lenses with            
  focus tunable lens
▸ object-sided telecentric
▸ with c-Mount
▸ variable iris (Manual)

 data sheet
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Hirose Connector
(not included)

CCD

W.D. = 81,7 housing material: black anodized aluminum

ouTlIne DraWIng

s5vPJ6415
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GrAPHS AnD DAtA Given by DeSiGn

article number S5vPJ6415

wavelength range [nm] 450 - 700

design wavelength [nm] 450 - 700

nominal magnification (+/-5%) 1.5

nominal working dist. [mm] (+/-2%) 80.2

object size [mm]
at a chip size of [mm]

8.5 x 6.4 
12.8 x 9.6 (1“) 

object size [mm]
at a chip size of [mm]

9.4 x 7.1
14.1 x 10.6 (1.1“)

object size [mm]
at a chip size of [mm]

10.3 x 7.7 
15.4 x 11.5 (1.2“)

max. distortion [%] 0.6

max. telecentricity error [°] 0.03

recommended numerical aperture 0.095

WD at +3.0 dpt 69.2

magn. at +3.0 dpt 1.41

WD at -2.0 dpt 87

magn. at -2.0 dpt 1.57

weight [kg] 0.7

flange back distance [mm] 17.53

accessory (not included) S5ZUb1640 (Optotune lens 
driver 4i), S5ZUb1641 (con-
nection cable 6pin Hirose, 

100cm)

Detailed electronical specification, absolute control current and 
customized control datasheet: optotune.com

nominal optical power -2.0 to +3.0 dpt

response time 5 ms

settling time 25 ms

nominal control current -250 to +250 mA

nominal power consumption 0 to 0.7 W

lifecycles > 1,000,000,000

operating temperature -20 to +65 °C

storage temperature -40 to +85 °C

t.. tangential s.. sagittal x = distortion                                                                                                 y = field size

DIsTorTIon for 
450 - 700 nm aT 80.2 mm

mTf for varIous obJecT heIghTs 
for 450 - 700 nm aT 80.2 mm

data sheet
sPecIfIcaTIons elecTronIcal sPecs

oPTIcal PoWer

remarks
best performance within +/-1.00 dpt. (WD +/-3.5 mm) and vertical 
orientation

http://www.optotune.com
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